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This work has investigated recycling cobalt from the cathodes of spent Li-ion batteries as b-Co(OH)2,
obtaining Co3O4. b-Co(OH)2 with a hexagonal structure by using chemical precipitation (CP) or elec-
trochemical precipitation (EP). In addition, the study has investigated whether the charge density
applied directly affects the b-Co(OH)2 morphology. Co3O4 is formed by heat-treating b-Co(OH)2 at 450 C
for 3 h (h) in an air atmosphere. After calcining, the Co3O4 shows a cubic structure and satisfactory purity
grade, regardless of the route used for preparation via which it was obtained. Cyclic voltammetry (CV) is
then used for electrochemical characterization of the Co3O4 composite electrodes. In the cathodic pro-
cess, CoO2 undergoes reduction to CoOOH, which undergoes further reduction to Co3O4. In the anodic
process, Co3O4 undergoes oxidation to CoOOH, which simultaneously undergoes further oxidation to
CoO2. The composite electrodes containing Co3O4, carbon black, and epoxy resin show great reversibility,
charge efﬁciency, and a speciﬁc capacitance of 13.0 F g1 (1.0 mV s1). The synthesis method of Co(OH)2
inﬂuences the charge efﬁciency of Co3O4 composite electrodes at a scan rate of 10.0 mV s1. Therefore, in
addition to presenting an alternative use for exhausted batteries, Co3O4 composites exhibit favorable
characteristics for use as pseudocapacitors.
© 2014 Elsevier B.V. All rights reserved.1. Introduction
Lithium-ion (Li-ion) batteries, introduced to the consumer
market by Sony in 1990, have gained prominence due to their
desirable physicochemical characteristics, such as high energy
density, a low rate of self-discharge, long life cycle, and high po-
tential [1,2].The electrolyte in Li-ion batteries is an inorganic salt of
lithium (Li) that is dissolved in a solvent or a mixture of organic
solvents. LiCoO2, which has a lamellar structure, is the most widely
used cathode material. Graphite is used in the anode, forming the
compound LiCx (0 < x < 6) in the charge process [3].The charge andx: þ55 27 40092826.
, marcosbjg@gmail.comdischarge processes of Li-ion batteries with LiCoO2 cathodes are




Lið1xÞCoO 2 þ LixC6 (1)
The large increase in production and consumption of batteries
has had serious effects, both environmentally and economically. To
mitigate these effects, an alternative to discarding exhausted de-
vices is to recycle them. This method is beneﬁcial due to the large
amount of cobalt present in spent Li-ion batteries [4]. For example,
according to the London Metal Exchange (LME), in February of
2014, the price of cobalt was $31.20 kg1 [5].
In general, crystalline cobalt oxides occur in distinct phases:
CoO, Co2O3, and Co3O4. The Co3O4 crystalline phase is useful for












































E.M.S. Barbieri et al. / Journal of Power Sources 270 (2014) 158e165 159many applications because of its thermodynamic stability and
desirable electrochemical properties [6]. This phase is thermody-
namically stable because it is not reactive in the environment, and it
retains its chemical and structure on the timescale of its expected
usefulness. In particular, usefulness is retained in the presence of
the alkaline solution and heat and during the charge and discharge
cycles. The electrochemical properties of Co3O4 in the charge and
discharge cycles are great reversibility, reproducibility, and cycle
life. Co3O4, recently featured as a promising material for use in
anodes for Li-ion batteries [7e9], also shows favorable character-
istics for use in pseudocapacitors [10e12], chemical sensors [13],
catalysts [14], thermal solar energy collectors [14], and electro-
chromic devices [6,15,16].
Therefore, scientiﬁc research has been directed not only toward
developing processes of recovering and recycling cobalt from spent
Li-ion batteries, but also toward developing more efﬁcient mate-
rials for energy conversion, electrocatalysis, and electrochromic
systems. In this work, cobalt from the cathodes of spent Li-ion
batteries was recycled as Co(OH)2, using chemical or electro-
chemical precipitation. Co3O4 then was synthesized via thermal
treatment of the Co(OH)2. Finally, the electrochemical properties of
composite electrodes containing Co3O4, carbon black, and epoxy
resins as a binder were analyzed using cyclic voltammetry (CV).
Techniques used for material characterization included X-ray
diffractometry (XRD), Raman scattering spectroscopy, Fourier
transform infrared (FT-IR), and scanning electronic microscopy
(SEM).
2. Experimental
2.1. Dissolution of the cathodes of spent Li-ion batteries
The cathode of a Samsung® 3.7 V BST Li-ion battery was sepa-
rated and dried at 120 C for 24 h (h), after which it was washed
with deionized water at 40 C and dried at 60 C for another 24 h.
Next, active material was separated from the aluminum substrate.
A mass of 10.0 g of active material was dissolved in 1.0 L of a so-
lution of 3.0 mol L1 HNO3 by stirring for 2 h at 80 C. The solution
of the cathode dissolution was ﬁltered, removing insoluble mate-
rials such as graphite. This dissolution process may be represented
by the following chemical equation.
4LiCoO2ðsÞ þ 12HNO3ðaqÞ/4LiNO3ðaqÞ þ 4CoðNO3Þ2ðaqÞ
þ 6H2O ðlÞ þ O2ðgÞ (2)
2.2. Chemical and electrochemical precipitation of Co(OH)2
precursor material
The solution of cathode dissolution made from spent Li-ion
batteries was used for chemical and electrochemical precipitation
of the precursor material, Co(OH)2. In chemical precipitation (CP),
Co(OH)2 was obtained by adding 1.0 mol L1 KOH to the Co2þ so-
lution. The rate of addition of the 1.0 mol L1 KOH solution was
0.034 mL sec1. The pH was recorded after each 1.0 mL of
1.0 mol L1 KOH solutionwas added to the Co2þ solution, and it was
found that the pH at which Co(OH)2 precipitation occurred was
7.5e8.0 [17,18]. In electrochemical precipitation (EP), the pH of theTable 1
Composite electrode composition.
Composite Co3O4 (mg) Carbon black (mg) Epoxy resin (mg)
CP80CB 17.7 3.3 1.1
EP80CB 17.5 3.2 1.0cathode dissolution was 6.5 with the addition of KOH pellets and
buffering with H3BO3 at a concentration of 0.1 mol L1. EP of
Co(OH)2 ﬁlms was performed in a cell with three electrodes:
aluminum (Merck 99.99% w/w) with an area of 0.5 cm2 was used as
a working electrode, graphite (3.7 cm2 area) was used as a counter
electrode, and Ag/AgCl (NaCl 3.0 mol L1) was used as a reference
electrode. CV started from an open-circuit potential of 0.56 V and
progressed to a cathode potential of 1.5 V. In the reverse scan, a
maximum potential of 0.0 V was seen, and this returned to0.56 V
at scan rates of 1.0 mV s1, 5.0 mV s1, and 10.0 mV s1. The growth
of Co(OH)2 ﬁlms was studied by varying the charge density as fol-
lows: 0.5 C cm2, 1.0 C cm2, 1.5 C cm2, 2.0 C cm2, 2.5 C cm2,
3.0 C cm2, 5.0 C cm2, 7.0 C cm2, and 10.0 C cm2. Co(OH)2 ﬁlms
were scraped from the electrodes after the potentiostatic formation
process.-1.4 -1.2 -1.0 -0.8 -0.6 -0.4 -0.2 0.0
-35
E (V) vs Ag/AgCl
 10 mVs
Fig. 2. Typical cyclic voltammograms performed at scan rates of 1.0 mV s1, 5.0 mV s1,
and 10.0 mV s1 for CP and EP electrodes.
E.M.S. Barbieri et al. / Journal of Power Sources 270 (2014) 158e1651602.3. Preparation and electrochemical analysis of the Co3O4-carbon
black-epoxy resin composite electrodes
Co(OH)2 obtained via CP or EP (10.0 C cm2) was calcined at
450 C for 3 h in an air atmosphere for synthesis of the Co3O4-
carbon black-epoxy resin composite electrodes [6,9e16,19]. The
substrate used to prepare theworking electrodewas a grid of NieFe
with a geometric area of 0.7 cm2 extracted from Ni-MH batteries,
copper wire as an electrical contact, and epoxy resin as the insu-
lating material.
Table 1 shows characteristics of the composite electrodes of
Co3O4. Chloroform, in 2 mL measures, was added to the mixture ofFig. 3. Micrographs of the Co(OH)2 recovered by electrochemical precipitation:(A) Al, (B) 0.5
5.0 C cm2, (I) 7.0 C cm2, and (J) 10.0 C cm2.Co3O4-carbon black-epoxy resin to homogenize the paste. After
10 min homogenization, 1.0 mL paste was placed on the substrate.
The electrode was left at room temperature for 24 h to allow for
evaporation of the chloroform and curing of the resin [20]. Com-
posite electrodes then were analyzed using CV with an initial po-
tential of 0.2 V, a maximum potential of 0.5 V, and scan rates of
1.0 mV s1 and 10mV s1. The 6.0mol L1 KOH solutionwas used as
an electrolyte, and Hg/HgO and graphite with an area of 3.0 cm2
were used as the reference electrode and counter electrode,
respectively. All electrochemical measurements were performed
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All electrochemical measurements were performed using
Autolab PGSTAT 302N potentiostat/galvanostat equipment with an
electrochemical impedance spectroscopy module (EIS).
Diffraction measurements were carried out using Shimadzu
XRD-600 equipment, model 20013, with CuKa (l ¼ 1.5418 Å) ra-
diation and Bruker equipment, model D2 Phaser, with CuKa
(l ¼ 1.5406 Å) radiation and a scan rate of 2 per min.
Micrographs were carried out using a JEOL 6610LV scanning
electron microscope. Composition of Co(OH)2 was determined via
Raman spectroscopy, speciﬁcally, module AFM Alpha 300 WITEC.
Absorption spectra in the infrared region were obtained using the
Fourier Transform Infrared (FT-IR) 400 Spectrometer from Perkin
Elmer, using ATR with a resolution of 4 cm1 and 32 scans. Thermal
analyses were performed in an air atmosphere. For this, the SDT
Q600 V20.9 Build 20 module DSC-TGA Standard was used, with an
air ﬂow of 100 mL min1, a heating rate of 20 C min1, and a
maximum temperature of 900 C.
3. Results and discussion
3.1. Characterization of cathode material from spent Li-ion batteries
Fig. 1 shows a typical diffractogram of cathode material from
spent Li-ion batteries. A comparison of peaks in the XRD patternwith
database ﬁles of the Joint Committee on Standards Powder Diffrac-
tion (JCPDS 16-427) shows the presence of LiCoO2, the active cathode



















































Fig. 4. X-ray diffraction spectrum of the Co(OH)2 recovered by (A) chemical precipi-




Fig. 5. Raman spectroscopy spectrum of the Co(OH)2 recovered by (A) chemical pre-
cipitation and (B) electrochemical precipitation (10 C cm2).3.2. Electrochemical formation of Co(OH)2 ﬁlms
CV was used to determine conditions for formation of Co(OH)2
ﬁlms (see Fig. 2). For all scan rates applied, formation of Co(OH)2 on







































Fig. 6. Infrared spectroscopy spectrum of the Co(OH)2 recovered by (A) chemical
precipitation and (B) electrochemical precipitation(10 C cm2).






























































E.M.S. Barbieri et al. / Journal of Power Sources 270 (2014) 158e165162electrochemical and chemical stages. In Stage I, alkalinization of the
electrode solution interface occurs, due to reduction reaction of
nitrate ions and water containing dissolved oxygen. In Stage II,
current density is independent of the potential. This type of
behavior is associated with the process controlled by oxygen
diffusion from the bulk solution to the electrode/solution interface.
In Stage III, current density reaches a maximum value and then
decreases due to the formation of Co(OH)2 ﬁlms on the electrode
surface. At scan rates of 5.0 mV s1 and 10.0 mV1, Co(OH)2 ﬁlms
block passage of the current. From there to a scan rate of 1.0 mV1,
current increases after the peak value is reached due to partial
detachment of Co(OH)2 ﬁlms from the electrode. Potential for
Stages I, II, and III to occur depends on the scan rate. The EP process
for Co(OH)2 ﬁlms is described in Equations (3)e(5) [21e25].
Stage I: Alkalinization of electrode/solution interface.
NO3
 þ 7H2Oþ 8e/NH4þ þ 10OH (3)
Stage II: Process controlled by oxygen diffusion.
2H2Oþ O2 þ 4e/4OH (4)
Stage III: Formation of Co(OH)2 ﬁlms on the electrode surface.
Co2þ þ 2OH/CoðOHÞ2 (5)
Micrographs of Co(OH)2 ﬁlms were made by increasing the
charge density, which further increases intensity of the reduction
reaction of nitrate ions and water and, consequently, alkalinity at
the electrode/solution interface. Fig. 3 shows the morphologies of
the Co(OH)2 ﬁlms obtained, along with their various charge den-








































































Fig. 7. Thermogravimetric curve for Co(OH)2 recovered by (A) chemical precipitation
and (B) electrochemical precipitation (10 C cm2) with an air atmosphere, scan rate of
10 C min1, and alumina crucible.
20 40 60
2θ (degree)
Fig. 8. X-ray diffraction spectrum of the Co3O4 synthesized from Co(OH)2 obtained by
(A) chemical precipitation and (B) electrochemical precipitation.layer, which has cracks. As the charge density increases, the cracks
decrease in length and quantity. A porous, white ﬁlm grows on the
compact layer. As charge density increases, the surface coverage of
this porous ﬁlm on the electrode increases. The surface ﬁlms do not
present a deﬁned geometric form. The color contrast observed in
the micrographs is an indication that compositions of the Co(OH)2
ﬁlms vary. Section 3.3 discusses characterization of the structure
and composition of Co(OH)2 ﬁlms.
3.3. Characterization of Co(OH)2 obtained via chemical
precipitation or electrochemical precipitation
Fig. 4 shows that characterizations of Co(OH)2 were obtained via
x-ray diffraction using CP or EP (10 C cm2). Diffractogram peaks in
Fig. 4A are in agreement with b-Co(OH)2 (JCPDS 30-443), having a
hexagonal structure. As shown in Fig. 4B, Co(OH)2 obtained via EP
appeared to be amorphous. This is in agreement with micrographs
in Fig. 3.
Fig. 5 shows the Raman scattering spectra for Co(OH)2, obtained
via CP or EP. Peaks can be seen at 511 cm1, 605 cm1, and 674 cm1
(CP) and at 532 cm1, 602 cm1, and 671 cm1 (EP). These peaks are
a result of stretching the CoeO binding. The peaks at 467 cm1
(spectrum A, CP) and 486 cm1 (spectrum B, EP) can be attributed
to bending the OeCoeO [23].
Fig. 6 shows the infrared absorption spectra for the Co(OH)2
obtained via CP or EP. In this ﬁgure, the absorption bands seen at
3626 cm1 (CP) are due to the OH stretching of cobalt hydroxide,
E.M.S. Barbieri et al. / Journal of Power Sources 270 (2014) 158e165 163and the bands at 3460 cm1 (CP) and at 3366 cm1 (EP) are due to
the stretching vibration of the OH bond in H2O molecules. The
bands are wider for Co(OH)2 obtained via EP because of its amor-
phous character. Angular stretches of water are found at 1632 cm1
(CP) and at 1648 cm1 (EP). The peaks at 1371 cm1, 1038 cm1, and
825 cm1 (CP) and at 1376 cm1, 1003 cm1, and 826 cm1 (EP) are
associated with nitrate ions. The peaks at 699 cm1 and 675 cm1
are attributed to vibration in the plane of the ONO2 [26].
Fig. 7A shows thermogravimetric analyses for the Co(OH)2 ob-
tained via CP, and Fig. 7B shows the Co(OH)2 obtained via EP. For the
Co(OH)2 obtained via CP (Fig. 7A), mass loss is 4.14% w/w until a
temperature of 150 C was reached; this can be attributed to water
desorption. The mass loss in the range of 150 Ce500 C is a result
of desorption of impurities, such as nitrate ions, and the dehy-
droxylation reaction of Co(OH)2. The dehydroxylation of Co(OH)2
corresponds to a theoretical mass loss of 13.62% w/w. In addition,
the experiment determined a mass loss of 16.54% w/w due to
presence of impurities in chemically precipitated Co(OH)2. The
mass loss that occurs in the range of 500 Ce900 C, with a peak at
849 C, can be attributed to the oxygen outlet from Co3O4 to CoO
formation. The experimentally determined mass losses were 8.98%
w/w and can be compared with the theoretical mass loss of 6.64%
w/w [25,27].
For the Co(OH)2 obtained using EP (Fig. 7B), the mass loss of
9.94% w/w, which occurred until a temperature of 200 C was
reached, can be attributed to water desorption. The higher mass
loss for the Co(OH)2 obtained via EP, which occurred until a tem-
perature of 200 C was reached, was due to its amorphous struc-
ture; this was also detected via x-ray diffraction (Fig. 3) and FT-IR
(Fig. 5). The mass loss that occurred at 200 Ce500 C was
caused by desorption of impurities, such as nitrate ions detected in
FT-IR measurements. The mass loss occurring in the 500 Ce900 C
temperature range, with peaks centered at 704 C and 786 C, can
be attributed to Co(OH)2 dehydroxylation reaction and output of
oxygen from Co3O4 to formation of CoO. Equations (6) and (7)
represent formation of Co3O4 and CoO from Co(OH)2 obtained via
CP or EP, respectively.
6CoðOHÞ2 þ O2/2Co3O4 þ 6H2O (6)
2Co3O4/6CoOþ O2 (7)
Based upon characterization of Co(OH)2 obtained via CP or EP,
conditions for synthesis of the active material, Co3O4, were deter-
mined. The material precursor, Co(OH)2, was heat-treated at 450 C
for 3 h in an air atmosphere. Peaks in the diffractograms shown in
Fig. 8A and B are related to Co3O4 (JCPDS 43-1003): Both are cubic
structures, indicating that the method of synthesis of the starting
material, Co(OH)2, had no inﬂuence on the structure of Co3O4. Fig. 9
shows the micrographs of the composite electrodes prepared with
Co3O4. All micrographs reveal macropores of10 mm in length where
the electrolyte diffuses from the bulk solution into the electrode
surface. One also can visualize agglomerated crystals with an
average length of 10 mmwhere the charge transfer reactions occur.
Macroporosity is greater in the Co3O4 composite electrode formed
from Co(OH)2 via CP (Fig. 9A).Fig. 9. Micrographs of the Co3O4 composite electrodes: (A) CP80CB and (B) EP80CB.3.4. Electrochemical characterization of the Co3O4 composite
electrodes
The CV shown in Fig. 10 was used for the electrochemical
characterization of the Co3O4 composite electrodes. In the cathodic
process, the CoO2 undergoes a reduction to CoOOH, which then
undergoes a further reduction to Co3O4. In this case, the CV has a
shoulder at 0.430 Ve0.450 V and a peak at 0.360e0.370 V(Equations (8) and (9)). The voltammograms (Fig. 10) show an
anodic peak at 0.490 Ve0.510 V, and in the cathodic process, there
is a shoulder at 0.430 V‒0.450 V and a peak at 0.360e0.370 V. In the
anodic process, the Co3O4 undergoes oxidation to CoOOH, an in-
termediate species. In addition, CoOOH simultaneously undergoes
further oxidation to CoO2. In this case, there is only one anodic peak
in the CV (Equation (10)). Oxidation and reduction reactions
occurring with Co3O4 are represented by Equations (8)e10)
[28e30].
Co3O4 þ OH þH2O%3CoOOHþ e (8)
CoOOHþ OH%CoO2 þ H2Oþ e (9)
Total reaction.
Co3O4 þ 4OH%3CoO2 þ 2H2Oþ 4e (10)
The Co3O4 composite electrode has good reversibility and
charge efﬁciency (a), which is given by the following.
a ¼ qcathodic=qanodic (11)
Fig. 11 shows charge efﬁciency for Co3O4 composite electrodes
as a function of number of cycles. A maximum charge efﬁciency of
70% is obtained because oxygen evolution reaction occurs simul-
taneously with oxidation of Co3O4.
Fig. 11 shows that the charge efﬁciency depends on the scan
rate. The charge transfer reactions occurring in electroactive areas
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Fig. 10. Typical cyclic voltammograms performed for Co3O4 composite electrodes: (A) CP80CB at 1.0 mV s1, (B) CP80CB at 10.0 mV s1, (C) EP80CB at 1.0 mV s1, and (D) EP80CB at
10.0 mV s1, in KOH 6.0 mol L1.




























Fig. 11. Charge efﬁciency for Co3O4 composite electrodes CP80CB and EP80CB.
E.M.S. Barbieri et al. / Journal of Power Sources 270 (2014) 158e165164of the electrodes depend on the diffusion rate of the electrolyte
from the solution volume phase to and inside of the agglomerated
crystals. For slower scan rates, the diffusion time of the electrolyte
to the electroactive area of the electrode is greater. Therefore,
charge efﬁciency is greater for slower scan rates, andmacroporosity
has no inﬂuence.
The synthesis method of Co(OH)2 has a low level of inﬂuence on
the charge efﬁciency of Co3O4 at a scan rate of 1.0 mV s1. The
charge efﬁciency at a scan rate of 10.0 mV s1 is greater for CP80CB
due to its greater macroporosity. The speciﬁc capacitance (Cm) of
Co3O4 composite electrodes is given by the following equation.
Cm ¼ Q=mDV (12)
where Q is the cathodic charge obtained with the GPES software,m
is the mass of Co3O4, and DV is the variation of ﬁnal and initial
potential scans.
The speciﬁc capacitance at a scan rate of 1.0 mV s1 for Co3O4
synthesized via heat treatment of Co(OH)2 obtained by chemical or
electrochemical precipitation is equal to 13.0 F g1. Co3O4 com-
posite electrodes exhibit favorable characteristics for use as pseu-
docapacitors. The theoretical speciﬁc capacitance of Co3O4 is
extremely high (3560 F g1) [31,32]. However, the speciﬁc capaci-
tance observed for Co3O4 is much lower, and there still is the
challenge of improving it. Further attempts to increase speciﬁc
capacitance have been made via synthesis of nanostructured Co3O4
and use of carbon nanotubes in composite electrodes.4. Conclusions
In this study, Co(OH)2 was obtained using two methods:
chemical precipitation (CP) and electrochemical (EP) (1.0 V vs. Ag/
E.M.S. Barbieri et al. / Journal of Power Sources 270 (2014) 158e165 165AgCl). The charge density applied during electrodeposition of
Co(OH)2 directly affects its morphology: As the charge density in-
creases, the Co(OH)2 ﬁlms, initially compact and cracked, are
covered by a very porous ﬁlm. Conditions for synthesis of the active
material, Co3O4, were determined based on the characterization of
the Co(OH)2. The material precursor, Co(OH)2, was heat-treated at
450 C for 3 h in an air atmosphere. Co3O4 showed a cubic structure
and presents a reasonable purity grade, regardless of the route used
for preparation viawhich it was obtained. Electrochemical behavior
of the composite electrodes then was evaluated using CV. The
anodic peaks (0.47e0.48 V vs. Hg/HgO) and cathodic peaks
(0.36e037 V and a shoulder at 0.430 Ve0.450 V vs. Hg/HgO) in
6.0 mol L1 KOH indicate that conversion of Co3O4 to CoO2 can
occur, with intermediate CoOOH consumption. A maximum charge
efﬁciency of 70% was obtained because the oxygen evolution re-
action occurs simultaneously with oxidation of Co3O4. The charge
efﬁciency at a scan rate of 10.0 mV s1 is greater for CP80CB due to
its greater macroporosity. A speciﬁc capacitance of 13.0 F g1
(1.0 mV s1) was observed in the Co3O4 composite electrodes.
Therefore, in addition to presenting an alternative use for exhaus-
ted batteries, Co3O4 composites exhibit favorable characteristics for
use as pseudocapacitors and have promise for applications in
electrochemical devices.
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